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ILL RTE. 176
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24+58 TO 27+76
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EXISTING TYPICAL SECTION
TERRA COTTA AVE.

STATION:
1+02 TO 2+72
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PROPOSED TYPICAL SECTION
ILL RTE. 176

STATION:
24458 TO 27+76

LEGEND
(D) EXISTING PCC BASE COURSE, 94

(@) EXISTING HOT-MIX ASPHALT SURFACE COURSE (BEFORE MILLING),
5 1/72"(%)

() EXISTING HOT-MIX ASPHALT SHOULDER, 8"

@ EXISTING AGGREGATE SHOULDER, 6"

®) EXISTING CONCRETE CURB & GUTTER

® PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL - 2 1/4”

PROPOSED TYPICAL SECTION
TERRA COTTA AVE.

STATION:
1+02 TO 2+712

(1) PROPOSED HOT-MIX ASPHALT SURFACE REMOVAL - 2 1/2”
(3"(+) OF HOT-MIX ASPHALT TO REMAIN)

PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX “D”, N70, 1 1/2”
(9 PROPOSED HOT-MIX ASPHALT SURFACE COURSE, MIX "F”, N90, 1 3/4"

NOTE:
1. HMA SURFACE REMOVAL TO BE DONE
PRIOR TO PAVEMENT PATCHING

@0 PROPOSED POLYMERIZED LEVELING BINDER (MM), IL-4.75, N50, 3/4"
(D PROPOSED AGGREGATE WEDGE SHOULDER, TYPE B
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(3 1/747(+) OF HOT-MIX ASPHALT TO REMAIN) @2 PROPOSED GRADING AND SHAPING SHOULDERS 7] REMOVAL
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